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| NOTES: s P EN\E
EDGE OF | 5 AN
PAVEMENT | 1. USE: 12" WIDE FOR INTERSTATE : [Z3 |5
‘ 10" ALL OTHER HIGHWAYS. o |er |3
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D 2. RETROREFLECTORIZED WHITE LEGEND AND BORDER ON A
| SEE NOTE 6 RETROREFLECTORIZED GREEN BACKGROUND. SEE STANDARD
L SPECIFICATION 2891 FOR SIGN SHEETING REQUIREMENTS. o
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L 3. DO NOT EXCEED 8’ MOUNTING HEIGHT FROM BOTTOM OF EZ
I SIGN TO THE GROUND. MAINTAIN 4’ MINIMUM HEIGHT ABOVE O
AN PAVEMENT EDGE. MAINTAIN 7’ MINIMUM HEIGHT OVER BIKE 4z
Lo AND PED MOVEMENT. <|:OU)
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4. SEE STD DWG SN 13 SERIES FOR SIGN MOUNTING OPTIONS —Hqgw &
AND REQUIREMENTS. a~e -
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5. SEE STD DWG SN 9 SERIES FOR SIGN BASE AND POST OPTIONS. Tl =
o =
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6. SEE STANDARD HIGHWAY SIGNS FOR SIGN LEGEND SIZES. U)E o
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